
IM1193

Cabo de rede Cat 8.1 S/FTP, 7.5m

• Cabo de rede para redes Ethernet Base-T de 25/40G (40GB capazes) e para baixo, Ethernet (10BASE-T, 100BASE-TX,
1000BASE-T)
• Cat 8.1 cabo até 2000 MHz / 2 GHz
• Ficha RJ45 com contacto banhado a ouro de 50μ
• Adequado para energia sobre Ethernet (PoE/PoE+)
• Cabo LAN/rede de dupla proteção: shielded pares de fios + shielded geral
• Ideal para consolas de jogos com imagem de alta resolução (4K/120Hz, 8k/60Hz) como Playstation 5 ou Xbox serie X/S

DESCRIPTION

Cabo Ethernet de alta velocidade
Largura de banda de suporte do cabo Cat 8.1 ethernet até 2000MHZ e 40Gbps velocidade de transmissão, cabos 26AWG
adequados interiormente a hiper velocidade sem se preocupar com sinal de perda
 
Compatibilidade universal
O cabo Ewent  Cat 8.1 Ethernet funciona perfeitamente com switchs de rede, IP Cam, routers, Nintendo switch, ADSL, Adapters,
Modem, PS3, PS4, X-box, Cloud Data Server, Patch Panels, Servers, Networking Printers, Netgear, TP-link, NAS, VoIP phones,
laptop, Coupler, Hubs, Keystone jack, Smart TV, iMac e outro dispositivo com conectores RJ45. Compatível com
Cat7/Cat5/Cat5e/Cat6.
 
Protegido
Blindagem dupla (S/FTP) para proteção fiável contra interferências e ruídos. Os cabos Ewent Cat 8.1  são fabricados sem elementos
de halogéneos (LSZH) - riscos se expostos ao fogo.

TECHNICAL

• Shielding class: S/FTP (PiMF)
• Specification: CAT 8.1
• Cable type: Cat 8.1 raw cable
• Inner conductor material: CU (copper)
• Material cable sheath: LSZH
• AWG: 26/7 (stranded)
• Number of shieldings: 2 x
• Cable sheath diameter (approx.): 8.2 mm
• LSZH compliant: yes
• Length: 7.5m

LOGISTIC

• Product Weigth:
• Retail packaging Dimension (mm):
• Retail packaging Weigth:
• Master carton Qty:
• Master carton Dimension (cm):
• Master carton Weigth:
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